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• Physically stronger than regular glass
• Shatter resistant for extreme safety
• Provides consistent rebound across the entire
   surface of the backboard
• Protected by a full perimeter aluminum trim
• Same glass used in NCAA and NBA backboards

SAFETY TEMPERED 
GLASS BACKBOARD

POWER ARC 90® LIFT ASSIST
• Easy 6’ to 10’ rim height adjustment 
• Dual Cylinder System for easier movement
• Removable stainless steel 90° handle 
• Stainless steel gear box
• Easy to read height indicator

STAINLESS STEEL HARDWARE
• Corrosion and rust resistant
• Stain resistant finish keeps the system looking new
• Resistant to all weather conditions and environments 
• Self-repairing coating extends system life
• Environmentally friendly and recyclable

WHAT MAKES US DIFFERENT?

We promote quality family playtime, fitness and fun by delivering your family the safest, most stable 
and most durable in-ground basketball hoop in the industry. Our team of athletes, engineers and 
field service representatives has been listening and responding to your needs for over 20 years. The  
passion that we have for basketball and outdoor entertainment can be found in the materials,  
construction, innovation and overall attention to detail that goes into every hoop that we deliver. 

“Knowing I played a small part in helping a family create lasting memories playing hours of
basketball together in their driveway is a pretty awesome feeling.”- Jack May - Design Engineer

FEATURES THAT MAKE US DIFFERENT
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PREMIUM GUSSET SUPPORT 
BASE PLATE DESIGN

BOLT-TO-STEEL RIM ATTACHMENT
• Mounts directly to the steel behind
  the backboard
• Rim never touches the glass

• Reduces shake and vibration
• Energy is absorbed by the steel
  throughout the system

PREMIUM PIER MOUNT 
ANCHOR SYSTEM
• Oversized zinc-coated J-bolts 
• Zinc plated and powder coated base plate
• Four (4) pieces of reinforcing rebar (included)
• Stainless steel hardware
• Unmatched ease of assembly and installation

• Eight (8) welded gusset design (PROview Series) 
• Four (4) welded gusset design (PROforce Series) 
• Slotted holes for square and level installation 
• Hot dip galvanized and powder coat finish
• Provides less shake and vibration

ONE PIECE ALL STEEL POLE
• 50%-200% thicker steel walls than the competition 
• Hot dipped galvanized and powder coated 7 gauge steel (PROview Series)
• Zinc electroplated and powder coated 11 gauge steel (PROforce Series) 
• Welded gussets and slotted holes on base

DUAL SPRING SAFETY BREAKAWAY RIM
• Two (2) high tension springs are     
  hidden underneath the rim
• Protected by an underneath
  spring cover 

• Hide Away Net attachment with no
  sharp hooks or attachments
• Corrosion resistant for longer life



888.353.HOOP (4667)4 5

PROformance Hoops manufactures the safest, most durable and 
stable in-ground basketball hoop available. Our corrosion-resistant 
heavy-gauge steel pole, matched with our oversized Pier-Mount 
Anchor System is the foundation for every in-ground hoop that we 
deliver. Our proprietary, dual cylinder Power Arc 90® Lift Assist 
eases raising the backboard from 6’ to 10’, and a Bolt-to-Steel Dual 
Hinged Safety Break Away Rim will protect you and your family from 
aggressive play.

IN-GROUND HOOPS

4
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DESCRIPTION PROview® 672 PROview® 660 PROview® 554
STYLE # PV672 PV660 PV554

BACKBOARD SIZE 72” X 42” 60” X 38” 54” X 36”

TEMPERED GLASS THICKNESS 1/2” 1/2” 1/2”

POLE SIZE 6” X 6” 6” X 6” 5” X 5”

STEEL THICKNESS 7 Gauge 7 Gauge 7 Gauge

HEIGHT RANGE 6’ - 10‘ 6’ - 10’ 6’ - 10’

HEIGHT ADJUSTMENT Power Arc 90®  
Lift Assist Power Arc 90®  

Lift Assist Power Arc 90®  
Lift Assist

UNDERCOAT Hot Dipped Galvanized Hot Dipped Galvanized Hot Dipped Galvanized

TOPCOAT Black Powder Coat Black Powder Coat Black Powder Coat

HARDWARE Stainless Steel Stainless Steel Stainless Steel

RIM Dual Spring Breakaway w/ 
Hide-away net attachment

Dual Spring Breakaway w/ 
Hide-away net attachment

Dual Spring Breakaway w/ 
Hide-away net attachment

OVERHANG (at 10’) 4’ 3’ 3’

WEIGHT 612 lbs 494 lbs 457 lbs

PROview®

BACKBOARD
1/2” Safety Tempered Glass 

Aluminum Trim

POLE

7 Gauge Hot Dipped Galvanized Steel 
Premium Welded 8 Gusset

Base Plate 
Black Powder Coat

GROUND ANCHOR
Pier Mount Extra Large J-Bolts 

Reinforced Re-Bar

HARDWARE Stainless Steel

RIM
Bolt-to-Steel Attachement 

Dual Spring Breakaway 
Hide-away Net Attachment

HEIGHT
ADJUSTMENT

Dual Cylinder Power Arc 90® 
Lift Assist

HEIGHT RANGE 6’ - 10’
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1/2” Thick  
Tempered Glass

POWER ARC 90® LIFT ASSIST 

PROview® 672
BACKBOARD:

72” X 42” 
GLASS: 1/2” 

POLE: 6” X 6” 
OVERHANG: 4’

Pole and edge pad not included. 

OVERHANG 
Distance from

Pole to Backboard

4’

Dual Cylinder 
Spring Assist

BACKBOARD

8 GUSSET DESIGN
Strategically placed 
welded gussets
Slotted holes
for adjustability

All PROview® Series Hoops Include:

Removable 
Stainless
Steel Handle

Adjustable  
From 6’ - 10’

UNDER COAT:
Hot Dipped 
Galvanized

TOP COAT:
Powder Coat

PROview®
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BACKBOARD:
60” X 38” 

GLASS: 1/2”
POLE: 6” X 6” 

OVERHANG: 3’
Pole and edge pad not included. 

3’

OVERHANG 
Distance from

Pole to Backboard

BACKBOARD:
54” X 36” 

GLASS: 1/2” 
POLE: 5” X 5” 

OVERHANG: 3’
Pole and edge pad not included. 

3’

OVERHANG 
Distance from

Pole to Backboard

LIFETIMEWARRANTY

PROview® 660 PROview® 554
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The basketball systems that we engineer are designed with our customers 
in mind. Safety, durability and playability are our three greatest concerns, 
so we’ve developed the best engineering and materials to build basketball  
systems that exceed those expectations. Every nut, bolt and fastener used 
in the construction of a  PROformance Hoops goal is Stainless Steel. All of 
our steel goes through a multi-step corrosion free coating process. Safety 
Tempered Glass and a Bolt-to-Steel engineered backboard protect against 
aggressive play. The dual cylinder Power Arc 90® Lift Assist was designed for 
an easier and safer way to raise the backboard from 6’ to 10’. The Pier Mount 
Anchor System was added for safer installation with less shake and vibration. 
We even went as far as engineering an NCAA and NBA regulation overhang.

Why PROformance?
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DESCRIPTION PROforce 672 PROforce 660 PROforce 554
STYLE # PF672 PF660 PF554

BACKBOARD SIZE 72” X 42” 60” X 38” 54” X 36”

TEMPERED GLASS THICKNESS 3/8” 3/8” 3/8”

POLE SIZE 6” X 6” 6” X 6” 5” X 5”

STEEL THICKNESS 11 Gauge 11 Gauge 11 Gauge

HEIGHT RANGE 7.5’ - 10’ 7.5’ - 10’ 7.5’ - 10’

HEIGHT ADJUSTMENT Single Cylinder Single Cylinder Single Cylinder

UNDERCOAT Electroplated Zinc Electroplated Zinc Electroplated Zinc

TOPCOAT Black Powder Coat Black Powder Coat Black Powder Coat

HARDWARE Stainless Steel Stainless Steel Stainless Steel

RIM Dual Spring Breakaway w/ 
Hide-away net attachment

Dual Spring Breakaway w/ 
Hide-away net attachment

Dual Spring Breakaway w/ 
Hide-away net attachment

OVERHANG (at 10’) 3’ 2.5’ 2.5’

WEIGHT 406 lbs 352 lbs 310 lbs

BACKBOARD
3/8” Safety Tempered Glass 

Aluminum Trim

POLE

11 Gauge Electroplated
Zinc Coated Steel 

Welded 4 Gusset Base Plate 
Black Powder Coat 

GROUND ANCHOR
Pier Mount J-Bolts 
Reinforced Re-Bar

HARDWARE Stainless Steel

RIM
Bolt-to-Steel Attachement 

Dual Spring Breakaway 
Hide-away Net Attachment

HEIGHT 
ADJUSTMENT Single Cylinder 90º  Crank Handle

HEIGHT RANGE 7.5’ - 10’

PROforce
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3/8” Thick  
Tempered Glass

ALL STEEL HEIGHT ADJUSTMENT
Precise
Adjustment
& Support

BACKBOARD

Removable 
Stainless
Steel Handle

Adjustable  
From 7.5’ -10’

UNDER COAT:
Electroplated Zinc 

TOP COAT:
Powder Coat

PROforce 672
BACKBOARD:

72” X 42” 
 GLASS: 3/8” 
POLE: 6” X 6” 

OVERHANG: 3’
Pole and edge pad not included.

3’

OVERHANG 
Distance from

Pole to Backboard

4 GUSSET DESIGN
Strategically placed 
welded gussets

Slotted holes
for adjustability

All PROforce Series Hoops Include:
PROforce
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PROforce 660
BACKBOARD:

60” X 38” 
GLASS: 3/8” 

 POLE: 6” x 6” 
OVERHANG: 2.5’

Pole and edge pad not included.

2.5’

PROforce 554
BACKBOARD:

54” X 36” 
GLASS: 3/8” 

POLE: 5” x 5” 
OVERHANG: 2.5’

Pole and edge pad not included.

2.5’

LIFETIMEWARRANTY

OVERHANG 
Distance from

Pole to Backboard

OVERHANG 
Distance from

Pole to Backboard
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PROformance Hoops understands that sometimes space doesn’t allow for 
an in-ground basketball hoop. That’s why our line of wall mount adjustable 
basketball hoops are a convenient cost effective choice when space is an 
issue or you have an indoor facility. The built-in adjustment mechanism can 
be operated from ground level using the removable crank handle provided. 
Adjustments from 6’ to 10’ can be made without the use of a ladder or clumsy 
crank  attachments.

Why Wall Mount?
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Wall Mount

DESCRIPTION Wall Mount 72 Wall Mount 60 Wall Mount 54
STYLE # WM72 WM60 WM54

BACKBOARD SIZE 72” X 42” 60” X 38” 54” X 36”

TEMPERED GLASS THICKNESS 3/8” 3/8” 3/8”

STEEL THICKNESS 11 Gauge 11 Gauge 11 Gauge

HEIGHT RANGE 6’ - 10’ 6’ - 10’ 6’ - 10’

HEIGHT ADJUSTMENT Single Cylinder Single Cylinder Single Cylinder

UNDERCOAT Electroplated Zinc Electroplated Zinc Electroplated Zinc

TOPCOAT Black Powder Coat Black Powder Coat Black Powder Coat

HARDWARE Stainless Steel Stainless Steel Stainless Steel

RIM Dual Spring Breakaway w/ 
Hide-away net attachment

Dual Spring Breakaway w/ 
Hide-away net attachment

Dual Spring Breakaway w/ 
Hide-away net attachment

OVERHANG 3’ 3’ 3’

WEIGHT 304 lbs 266 lbs 255 lbs

BACKBOARD
3/8” Safety Tempered Glass 

Aluminum Trim

STEEL
11 Gauge Electroplated

Zinc Coated Steel 
Black Powder Coat 

HARDWARE Stainless Steel

RIM
Bolt-to-Steel Attachement 

Dual Spring Breakaway 
Hide-away Net Attachment

HEIGHT 
ADJUSTMENT Single Cylinder 90º  Crank Handle

HEIGHT RANGE 6’ - 10’
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Adjustable  
From  6’ to 10’

Removable 
Stainless

Steel Handle

Precise
Adjustment
& Support

OVERHANG 
Extension from
Wall to Backboard

3’

All Wall Mount Series Hoops Include:
Wall Mount LIFETIMEWARRANTY

Wall Mount 72
BACKBOARD:
72” X 42” 
GLASS: 3/8” 
OVERHANG: 3’
Edge pad not included. 

Wall Mount 60
BACKBOARD:
60” X 38” 
GLASS: 3/8” 
OVERHANG: 3’
Edge pad not included. 

ALL STEEL HEIGHT 
ADJUSTMENT

Wall Mount 54
BACKBOARD:
54” X 36” 
GLASS: 3/8” 
OVERHANG: 3’
Edge pad not included. 



888.353.HOOP (4667)14 15

Q: What is tempered/toughened glass?
	 A. Tempered glass is about 4 times as durable as regular glass. In the unlikely event that the glass breaks, tempered 
	 glass will shatter into small fragments instead of sharp shards, making it less likely to cause severe injury.
	 Automobiles use tempered glass.

Q:  Why do we use a full perimeter aluminum trim around our backboard?
	 A. The aluminum trim is riveted and glued to the outside perimeter of the glass and internal steel frame to protect 
	 the edges of the tempered glass. 

Q:  What is a Gusset? 
	 A. A Gusset is a triangular piece of steel that is welded between the pole and the base plate. Gussets add strength 
	 and stability to the pole. 

Q:  What is “gauge” of steel?
	 A. Gauge refers to the thickness of steel. The lower number the thicker steel. Example: 7 gauge steel is thicker than 
	 11 gauge steel. 

Q: What is the difference between HOT DIPPED GALVANIZED steel and 	
	 ZINC ELECTROPLATED steel?
	 A. Hot-dip galvanizing (PROview steel pole) is the process of coating steel with a layer of Zinc (galvanize).The entire 
	 pole (inside and out) is “dipped” into melted zinc. The bond between the Zinc (galvanize) and steel is super strong and 
	 cannot be peeled anyway. Zinc plating or electroplating (PROforce steel Pole and all other steel on all systems) is a 
	 process where zinc is applied by using a current of electricity. It is a thinner coating than hot dip galvanizing.

Q: What is the Power Arc 90® Lift Assist Height Adjustment System?
		  A. Power Arc 90 Lift Assist Height Adjustment System is a dual cylinder method used to adjust the height of your 
		  basketball system. One cylinder is a tension screw mechanism attached to a gear box, and with the use of ball	  
		  bearings allows for precise adjustment and support. The second has an internal spring which allows for low 
		  resistance and ease of adjustment. Combined, they create the easiest and most precise height adjustment in the 
		  market today. 

Q: What is overhang?
		  A. Overhang is the distance between the back of the backboard and the front of the pole. A larger overhang gives 
		  the player more room for safety and a real court experience.

Q: Should I install the Basketball Goal myself or use a professional installer?
		  A. The decision is up to you, but we suggest you contact a local showroom to have the system installed safely and in 
		  a reasonable amount of time.

Q: What am I going to need to install my system myself?
		  A. Shovel, Auger or Post Hole Digger, 10-14 60lb bags of dry ready mix concrete, 2x4, saw, 15mm (9/16”), 19mm 
		  (3/4”), 24mm (15/16”) and 27mm (1-1/16”) socket or wrench, phillips screw driver, ratchet, rubber mallet, level and 
		  tape measure.

Q: How are PROformance Hoops anchored into the ground?
		  A. Your installer will set a PROformance Pier Mount Anchor System in a 48” deep hole filled with concrete.

Q: Can I take my PROformance system with me if I move?
		  A. Chances are, the next person that buys your house is going to want to keep it! If you’re lucky enough to take it with 
		  you, you simply loosen the bolts holding the pole to the anchor. The anchor stays in the ground, and you get to take 
		  the hoop with you. You can purchase a new anchor when you’re ready to reinstall it.

Frequently Asked Questions
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